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QUALITY ASSURANCE DATA SHEET

GMX Serles HPGe GAMMA-X HPGE
(High-Purity Germanium) Coaxlal Photon Detector System

Model and Serial Numbers Imporiant Reference Data

Detector Model No. éw ~SOA430 7ﬂ KA Shnip Date T ) T-FF

02

Cryostat Configuration éé dﬂ% A =S5 | Serial No. 37 - A5 A 97/4

Dewar Model 3 ﬁ(é When calling Customer Service, always
reference this Detector Serial No.

Preamplifier Model AIAN

Preamplifier S/N Vi,

H. V. Fitter Model /3 J?

H. V. Filter SN 7L

Cryagenic Information

Dewar Capacity .3 £ Static Holding Time m Detector Cool-Down Time ZM :

Dimensions

Crystal Diameter @5’ / mm Absorbing Layers

Crystal Length A, A____mm Beryllium — mm
End Cap to Crystal ik mm Aluminum .5 mm
Total Active Volume - cc inactive Germanium _7.3_ %
High Voltage Bias

Recommended Operation Bias, NEGATVE 700D v

Performance Specifications* Amplifier
Warranted Measured Time Constant

Resolution (FWHM) at 1.33 MeV, ®Co A.30kev AT 5 5ev & us

Peak-lo-Compton Ratio, ®Co =G QZZ . Co_us

Relative Efiiciency at 1.33 MeV, “Co S0 % SL¥% & _us

Peak Shape (FWTM/FWHM), ®Co 2.00 LRSS & us

Peak Shape (FWFM/FWHM), “Co .. Z¥Z Z R

Resolution (FWHM) at 122 keV, “Co T eV _T— eV

Resolution (FWHM) at 5.9 keV, *Fe T eV B \'}
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